**MARKETS**

<table>
<thead>
<tr>
<th>Potable</th>
<th>Reclaim</th>
<th>Sewer</th>
<th>Drainage</th>
<th>Rehabilitation</th>
</tr>
</thead>
</table>

**DESCRIPTION**

**PIPE COLORS:**

- Black
- Blue
- Green
- Purple
- Grey*

**Nominal Laying Length:** 40/50 feet

(Laying length tolerances are in accordance with AWWA and ASTM standards)

**PIPE SIZES:**


**ADDITIONAL OPTIONS:**

- Perforated*: 4", 6", 8"
- Coil*: 4", 6"

**ADDITIONAL COLOR OPTIONS:**

- Black W/Color Stripes:
  - Blue
  - Green
  - Purple
  - Grey*

---

**PRESSURE-RATED HDPE PIPE**

**HDPE Water/Sewer**

**DIPS**

**HDPE**

**Water/Sewer**

**Coil**

**Standard HDPE**

**Coiled HDPE**

---

**BENEFITS**

- Extremely durable, corrosive, gouging and abrasion resistant.
- Features 100 years design life per Florida DOT.
- Great flexibility, and highly suitable for earthquake-prone areas.
- Highest PE pressure rating, resistance to slow crack growth and rapid crack propagation.

---

**INSTALLATION**

- Lightweight, with long laying length, great for easy transportation and installation.
- Pipe applicable for open-trench and slip-lining installation.

---

**FEATURES**

*Please call regarding availability.
## HDPE Ductile Iron Outside Diameter Pressure Pipe

**Product Standard:** ANSI/AWWA C906, ASTM F714, ASTM D3035

**Pipe Compound:** PPI TR-4 PE 4710, ASTM D3350 Cell Class 445574 C/E

**Installation:** JM Eagle™ HDPE Water/Sewer Installation Guide

**Additional Option:** Perforated (4” - 8”)

**Nominal Laying Length:** 40/50 feet (Laying length tolerances are in accordance with AWWA and ASTM standards)

**Coil option available upon request for size 6” and below.**

**Supply may vary based on plant location. Please call regarding availability.**

---

<table>
<thead>
<tr>
<th>PIPE SIZE (IN)</th>
<th>AVG O.D. (IN)</th>
<th>MIN. T. (IN)</th>
<th>AVG I.D. (IN)</th>
<th>WGT (LBS/FT)</th>
<th>AVG O.D. (IN)</th>
<th>MIN. T. (IN)</th>
<th>AVG I.D. (IN)</th>
<th>WGT (LBS/FT)</th>
<th>AVG O.D. (IN)</th>
<th>MIN. T. (IN)</th>
<th>AVG I.D. (IN)</th>
<th>WGT (LBS/FT)</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>DR 7 (335 psi)</td>
<td>DR 9 (250 psi)</td>
<td>DR 11 (200 psi)</td>
<td></td>
<td>DR 13.5 (160 psi)</td>
<td>DR 17 (125 psi)</td>
<td>DR 19 (111 psi)</td>
<td></td>
<td>DR 21 (100 psi)</td>
<td>DR 26 (80 psi)</td>
<td>DR 32.5 (63 psi)</td>
</tr>
<tr>
<td>4</td>
<td>4.800</td>
<td>0.686</td>
<td>4.344</td>
<td>3.87</td>
<td>0.533</td>
<td>3.670</td>
<td>3.13</td>
<td>0.436</td>
<td>3.876</td>
<td>2.62</td>
<td>0.379</td>
<td></td>
</tr>
<tr>
<td>6</td>
<td>6.900</td>
<td>0.986</td>
<td>5.688</td>
<td>7.99</td>
<td>0.767</td>
<td>5.274</td>
<td>6.46</td>
<td>0.627</td>
<td>5.571</td>
<td>5.41</td>
<td>0.526</td>
<td></td>
</tr>
<tr>
<td>8</td>
<td>9.050</td>
<td>1.293</td>
<td>6.309</td>
<td>13.75</td>
<td>1.006</td>
<td>6.917</td>
<td>11.12</td>
<td>0.823</td>
<td>7.305</td>
<td>9.32</td>
<td>0.642</td>
<td></td>
</tr>
<tr>
<td>10</td>
<td>11.100</td>
<td>1.586</td>
<td>7.738</td>
<td>20.68</td>
<td>1.233</td>
<td>8.486</td>
<td>16.72</td>
<td>1.009</td>
<td>8.961</td>
<td>14.01</td>
<td>0.778</td>
<td></td>
</tr>
<tr>
<td>16</td>
<td>17.400</td>
<td>2.486</td>
<td>12.130</td>
<td>50.82</td>
<td>1.933</td>
<td>13.302</td>
<td>41.08</td>
<td>1.582</td>
<td>14.046</td>
<td>34.44</td>
<td>1.156</td>
<td></td>
</tr>
<tr>
<td>18</td>
<td>19.500</td>
<td>2.786</td>
<td>13.594</td>
<td>63.82</td>
<td>2.167</td>
<td>14.906</td>
<td>51.61</td>
<td>1.773</td>
<td>15.741</td>
<td>43.25</td>
<td>1.274</td>
<td></td>
</tr>
<tr>
<td>20</td>
<td>21.600</td>
<td>3.086</td>
<td>15.058</td>
<td>78.31</td>
<td>2.400</td>
<td>16.512</td>
<td>63.32</td>
<td>1.964</td>
<td>17.436</td>
<td>53.07</td>
<td>1.392</td>
<td></td>
</tr>
<tr>
<td>24</td>
<td>25.800</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
<td>2.867</td>
<td>19.722</td>
<td>90.35</td>
<td>2.345</td>
<td>20.829</td>
<td>75.69</td>
<td>1.552</td>
<td></td>
</tr>
<tr>
<td>30</td>
<td>32.000</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
<td>2.909</td>
<td>25.833</td>
<td>116.46</td>
<td>1.674</td>
<td></td>
</tr>
<tr>
<td>36</td>
<td>38.300</td>
<td>N/A</td>
<td>N/A</td>
<td>N/A</td>
<td>3.482</td>
<td>30.918</td>
<td>166.84</td>
<td>2.121</td>
<td>30.351</td>
<td>176.63</td>
<td>1.792</td>
<td></td>
</tr>
</tbody>
</table>

**Notes:****

- ANSI/AWWA C906
- ASTM F714, ASTM D3035
- Pipe Compound: PPI TR-4 PE 4710, ASTM D3350 Cell Class 445574 C/E
- Installation: JM Eagle™ HDPE Water/Sewer Installation Guide
- Additional Option: Perforated (4” - 8”)
- Nominal Laying Length: 40/50 feet
- Laying length tolerances are in accordance with AWWA and ASTM standards
- Coil option available upon request for size 6” and below.
- Supply may vary based on plant location. Please call regarding availability.

---

**Customer Service:** 1.800.621.4404

**Printed June 2018 Rev10**